
Optional Plant Features:
•	Hydraulic leveling system including

	 1.)   8-point hydraulic leveling system 

	 2.)   Run on style legs

	 3.)   Gas power hydraulic unit / 12 VDC Power Unit

•	Plant mounted starters

•	Extended plant lift off cables

•	Manual landing gear

•	Magnet option on feed conveyor

•	Hour meter

Optional Screen Features:
•	End tension wire cloth

•	Polyurethane screen media

Optional Cone Crusher Features:
•	High Ambient 50°C [122°F]

•	Anti-spin system for crusher

•	Cold weather package for lube

	 and hydraulics

On-Plant Conveyors:
•	Feed Conveyor — 36”

•	Under Crusher Conveyor, reversible — 36”

•	Cross Conveyor, reversible — 36”

•	Under Screen Conveyor — 60”

•	Product Conveyors — (2) 18”

•	CEMA “C” idlers

Cone Crusher Options:
•	38SBS Cone Crusher — 150 Kw [200 HP]

•	44SBS Cone Crusher — 220 Kw [300 HP]

Including —

	 1.)   Air-to-oil cooling system

	 2.)   Dynamic bowl adjust

Telsmith 44SBS-H-CC AND 38SBS-H-CC
PORTABLE PLANTS

Portable Plant complete 
with:
Chassis including:
•	Quad axle with equalized suspension

•	Blocking supports

•	Crusher discharge hopper with access doors

•	Access ladder and platforms

6’ X 20’ [1.8 m x 6.1 m] Horizontal 
Screen including:

•	Triple deck

•	Triple shaft 

•	30 Kw [40 HP] drive

•	Screen media — side tension wire cloth 
supplied by customer



44SBS-H-CC Weights
Quad Axle With Stinger Quad Axle Without Stinger

King Pin 25,645 kg 56,418 lbs 22,927 kg 50,439 lbs

Axles 30,909 kg 68,000 lbs 35,770 kg 78,693 lbs

Stinger 4,222 kg 9,288 lbs — —

Total Weight 60,775 kg 133,706 lbs 58,696 kg 129,132 lbs

44SBS-H-CC AND 38SBS-H-CC PORTABLE PLANTS

Note:  Weights are approximate and based on a standard cone. Incorporating additional options will 	
		  increase the weight.

38SBS-H-CC Weights
Quad Axle With Stinger Quad Axle Without Stinger

King Pin 25,645 kg 56,418 lbs 21,720 kg 47,783 lbs

Axles 30,909 kg 68,000 lbs 33,886 kg 74,550 lbs

Stinger 4,222 kg 9,288 lbs —  —

Total Weight 60,775 kg 133,706 lbs 55,606 kg 122,333 lbs
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Material Density - 100 lb/ft³ (1.6 t/m³)

38SBS Crushing Capacities
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Material Density - 100 lb/ft³ (1.6 t/m³)

On-Plant Electrical Requirements
38SBS 44SBS

Cone Crusher 150 Kw 200 HP 220 Kw 300 HP

    Oil Lube Motor 8 Kw 10 HP 8 Kw 10 HP

    Immersion Heaters 2 ea. 3 Kw 4 HP 3 Kw 4 HP

    Hydraulic System Motor 8 Kw 10 HP 8 Kw 10 HP

    Air — Oil Cooler 2 Kw 3 HP 2 Kw 3 HP

Triple Deck Screen 6’ X 20’ 30 Kw 40 HP 30 Kw 40 HP

Feed Conveyor 15 Kw 20 HP 15 Kw 20 HP

Discharge Conveyor 11 Kw 15 HP 11 Kw 15 HP

Cross Conveyor 4 Kw 5 HP 4 Kw 5 HP

Under Screen Conveyor 8 Kw 10 HP 8 Kw 10 HP

Screen Product Conveyors (2) 8 Kw 10 HP 8 Kw 10 HP

Total Horsepower 255 Kw 327 HP 317 Kw 427 HP
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