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GEHL COMPACT EQUIPMENT
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This product is created from well-managed 
forests, controlled sources, and contains a 
minimum of 10% post consumer waste.

A Manitou Group brand.
5240EP2_5640E_6640E_Spec_(01-2013)_1.5M

HIGH-OUTPUT, HIGH-TORQUE 
ENGINES – Supply extra power 
where and when you need it with 
up to 70.7 hp (52.7 kW) and  
206 ft.-lbs. (279.3 Nm) of torque.

UNPARALLELED COMFORT – 
Ergonomic design and choice of operator-friendly control 
type for hours of fatigue free operation.

ADVANCED HYDRAULIC SYSTEM – Allows 
simultaneous hydraulic functions without loss of  
power or speed. 

STANDARD AUXILIARY 
HYDRAULICS – Seamlessly 
power attachments for the 
versatility and expanded 
capabilities you require.

SPECIFICATIONS 5240E Power2 5640E 6640E
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A.	Overall Operating Height – Fully Raised (mm) 153.3" (3899) 162" (4115) 168.3" (4275)

B.	Height to Hinge Pin – Fully Raised (mm) 121.5" (3086) 123" (3124) 124.3" (3157)

C.	Overall Height to Top of ROPS (mm) 79.4" (2017) 81.0" (2057) 82.0" (2083)

D.	Ground Clearance to Chassis (mm)) 7.5" (191) 8.0" (203) 9.1" (231)

E.	 Overall Length with Bucket (mm) 126.3" (3208)
w/66” Bucket

131.0" (3327)
w/70” Bucket

141.5" (3594) 
w/74” Bucket

F.	 Overall Length without Bucket (mm) 95.1" (2416) 100.5" (2553) 105.8" (2687)

G.	Wheelbase (mm) 42" (1067) 42.5" (1080) 48.4" (1229)

H.	Dump Reach at Full Height (mm) 22.8" (578) 32" (813) 35.2" (894)

I.	 Rollback at Ground 23° 28° 28°

J.	 Dump Angle 43° 37° 37°

K.	Overall Width (mm) 63.5" A/59.7"  
(1613 A/1516) 69.0" (1753) 72.5" (1841)

L.	 Bucket Width (mm) 60" - 70"
(1524 - 1778)

70" - 90" 
(1778 - 2286)

74" - 90" 
(1880 - 2286)

M.	Clearance Circle – Rear (mm) 57.3" (1454) 66.0" (1676) 69.0" (1753)

N.	Clearance Circle – Front w/o Bucket (mm) 44" (1111) 50.5" (1283) 54.0" (1372)

O.	Clearance Circle – Front w/ Bucket (mm) 79.5" (2019) 82.0" (2083) 90.5" (2299)

P.	 Seat to Ground Height (mm) 37.5" (953) 42.0" (1067) 43.3" (1100)

Q.	Rollback at Full Height 88° 97° 97°

R.	Dump Height (mm) 91.8" (2330) 93.5" (2375) 94.8" (2408)

S.	 Departure Angle 23° 26° 29°

Standard Specification Tire Size 12.00x16.5 HD 12.00x16.5 HD 14.00x17.5 HD
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Make Yanmar Yanmar Yanmar

Model 4TNV98 
Interim Tier IV

4TNV98T 
Interim Tier IV

4TNV98T 
Interim Tier IV

Net Power (kW) @ rpm 68 hp (50.7)
@ 2500

70.7 hp (52.7) 
@ 2500

70.7 hp (52.7) 
@ 2500 

Maximum Torque (Nm) @ rpm 180 ft.lbs. 
(244.2) @1650

206 ft.-lbs.  
(279.3) @ 1700

206 ft.-lbs.  
(279.3) @ 1700

Displacement (L) 203 cu.in. (3.3) 203 cu.in (3.3) 203 cu.in (3.3)
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Auxiliary Hydraulics – Standard (L/min) 19 gpm (72) 21.8 gpm (82.5) 21.8 gpm (82.5)

High-Flow Auxiliary Hydraulics – Option (L/min) 30 gpm (114) 36.9 gpm (139.7) 36.9 gpm (139.7)

Filtration 12 micron 12 micron 12 micron

Reservoir Capacity (L) 15 gal. (56.8) 16 gal. (60.6) 16 gal. (60.6)
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Battery (CCA) 12-volt (950) 12-volt (950) 12-volt (950)

Starter (kW) 12-volt (3.0) 12-volt (3.0) 12-volt (3.0)

Alternator 95-amp 95-amp 95-amp
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Rated Operating CapacityB (kg) 1900 lbs. (862) 2200 lbs. (998) 2600 lbs. (1179)

Rated Op. Capacity with  
Opt. CounterweightB (kg) 2050 lbs. (930) 2500 lbs. (1134) 2900 lbs. (1315)

Tipping LoadB (kg) 3800 lbs. (1724) 4400 lbs. (1996) 5200 lbs. (2359)

Fuel Tank (L) 15 gal. (56.8) 19 gal. (71.9) 24 gal. (91)

Travel Speed – Maximum (km/hr) 7.8 mph (12.6) 8.1 mph (13) 9.2 mph (14.8)

Travel Speed w/ Two-Speed Option - 
Maximum(km/hr) 12.4 mph (19.9) 12.3 mph (19.8) 13.9 mph (22.4)

Operating WeightC –  Approximate (kg) 6900 lbs. (3130) 7460 lbs. (3383) 7900 lbs. (3583)

Gehl reminds users to read and understand the operator’s manual before 
operating any equipment. Also, make sure all safety devices and shields 
are in place and functioning properly.

Gehl reserves the right to add improvements or make changes in 
specifications at any time without notice or obligation.

A 	 Narrow width with off-set wheel option

B 	 Per SAE J818, SAE J732, and ISO 14397

C 	 Weight of base unit 	with standard equipment, standard 		
	 tires (heavy-duty flotation), standard dirt-construction 		
	 bucket and 175 lb. (79 kg) operator.
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