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. . Hakenhohe
j.‘;s.'egher in H:’r:z°"ti'.3te'/'”"g / height under hook 18/21/24 m
1b-In horizontal position /= hauteur s/crochet 27/30 m
Fléche horizontal / Braccio orizzontale altezza al gancio
Abstitzung
Tragkraft / Capacity / base dimension
e i s kg 4000 2000|1500 [ 1200 [ 1000 goon S Boioon 45x 4,5 m
scartamento
Drehradius
JAVAVAN 35,0 m m 15,62 27,68 35,0 slewing radius 25 m
rayon de giration arriére ’
NN 40,0m | m 15,00 26,51 40,0 raggio di rotazione
Konstruktionsgewicht
NN 430m | m 14,10 24,80 43,0 dead weight 178 1
poids de la grue ’
K 50 m/min 1500 kg pGeSO dz": o
. egenballast
- I 4 25 m/min 2000 kg counter weight 5021 1
@ ! y ) 6,2 m/min 2000 kg contre poids '
él l U zavorra contrappeso
K 25 m/min 3000 kg Eckdruck
4 12,5 m/min 4000 kg ground Pfde,ssurle max. 31 t
FU-Steuerung/Inverter : [Prileln @IElg)is
g o 3,1 m/min 4000 kg pressione su stabilizzatore

- =

FU-Steuerung/Inverter

15-30—-60 m/min

Gesamt-Motorenleistung

tot_al motor output 23 KW
puissance totale des moteurs

forza motrice totale

G2

FU-Steuerung/Inverter

0,2-0,6-0,9 1/min

Kabelquerschnitt

cross section of cable

section du cable

sezione del cavo sottogomma

4x16 mm?2
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EURO 4310

Montageablauf / Erection procedure / Descriptif de montage / Diagramma di montaggio
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Richtlinie 2000/14 EG Instruction EC 2000/14 Directive CE 2000/14 Direttive CE 2000/14
n fur den Schall-Leistungspegel on noise level sur le niveau acoustique sul livello acustico
Transport / Transport / Transport / Trasporto
14,22 m

3,67m

027 m
042m

6,30 m 2,82m 3,90m ‘ 1,65m

912m 555m
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