
EISEMANN
H 7400
Order Number 087741

Attribute Unit Value
Genset type Synchronous
Electrical capacity (3~) cos φ 1,0 VA 6000
Electrical capacity (1~) cos φ 1,0 VA 5000
Voltage (3~) V 400
Voltage (1~) V 230
Current (3~) A 9
Maximum sum. current (1~) A 22.5
Current (CEE 1~) A 22.5
Current (Schuko 1~) A 16
Starting current A 3~ 18
Starting current A 1~ 40
Frequency Hz 50
Protection IP 54
Engine type Honda GX 390 (Super Silent)
Cylinders 1
Speed U min-¹ 3000
Fuel type Petrol
Engine oil capacity l 1.3
Engine power kW 7.5
Cooling engine / generator air / air
Fuel capcity l 20
Operation duration 3/4 loads h 8.5
Weight kg 108
Dimensions mm 740 x 500 x 530
Acoustic power dB(A) 97
Acoustic pressure dB(A) 69

Related equipment Order Number Related equipment Order Number
Exhaust hose, 904872 904872 Adapter for exhaust hose, 904880 904880
Universal onbord-computer UBC, 908254 908254 Air preheating, 908256 908256
Earthing set, 908250 908250 Isolation control device, with cut-off, accordi ... 018521
Chassis, 988548 988548 Lifting set, 911643 911643
Carrying handles, 900566 900566 Professional light pole, 908510 908510
Emergency power change-over, 3ph., 988331 988331 Additional fuel tank, 50l, 923995 923995
Additional fuel tank, 100l, 923998 923998 Additional fuel tank, 150l, 923963 923963
Assembly-kit for additional fuel tank, 923994 923994 Gas-kit, on demand auf Anfrage

Casing with integrated tank and fuel gauge 1
three-phase current CEE socket (16 A) 1 alternative
current CEE socket (32A) 1 protective contact socket
(16 A) 4-pol. therm./magnet. cutout running time
counter Automatic shut down if low oil level is
detected.
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