
WOOD-TERMINATOR 7 Z

Feed opening (w x h): 62 x 38 cm
Tree diameter: max. 38 cm

The model for newcomers!

With its compact design, the WT 7Z masters
every task in a reliable and efficient manner.

Chipping output: max. 50 m3/hour

Tractor chipping machine WT 7 ZTractor chipping machine WT 7 Z



WOOD-TERMINATOR 7 Z

Easy to manoeuvre, 
robust and low-priced!

All our equipment and machinery are constantly tested and further developed. 
Subject to technical alterations and output data changes without notice.
© 2008 by MUS-MAX/Austria - photographs: MUS-MAX.at

Feed opening (w x h) cm 62 x 38

Tree diameter max. cm 38

Chipping output up to max. m3/hour 50

Chipping knives units 8

Discharge height max. m 4.5

Horizontal conveying max. m 6

Machine length m 4.5

Machine width m 2.45

Dead weight kg 4,700

Feed chain/Roller length m 1.1-2.1

Power requirement tractor HP 80-150

Axles 1 or 2

Technical data WT 7 Z

� First-rate feed:
Aggressive upper roller and
lower roller.

� First-rate drive:
Oil engines with gearbox, 
high torque.

� First-rate ejector:
Easy hydraulic adjustment.

� First-rate blower:
Wear plates on blades can be
replaced.

Arguments that carry conviction
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Drawbar: design with top connection or bottom connection

Ideally suited for farmers’ associations
with tractor classes from 80 to 150 HP.
Easy to operate, not many knives 
(8 units), low-maintenance. 
The  drum-chipping technology
 enables the WT 7Z to produce high-
quality chopped material and it works
very smoothly thanks to the staggered
arrangement of the knives.


