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C18 ACERT 
E N G I N E

HIGHLY REGULATED

Specifications
  U.S. EPA Tier 4 Interim,   U.S. EPA Tier 4 Final, 
  EU Stage IIIB  EU Stage IV
Engine Configuration  .  .  .  In-Line 6, Diesel  .  .  .  .  .  .  .  .  .  .  .  .  .  In-Line 6, Diesel
Bore x Stroke  .  .  .  .  .  .  .  .  .  .  145 x 183 mm (5 .71 x 7 .2 in)  .  .  .  .  .  145 x 183 mm (5 .71 x 7 .2 in)
Displacement  .  .  .  .  .  .  .  .  .  .  18 .1 liters (1104 .5 in3)  .  .  .  .  .  .  .  .  .  18 .1 liters (1104 .5 in3)  
Ship Weight  .  .  .  .  .  .  .  .  .  .  .  1580-1717 kg (3583-3785 lbs)  .  .  .  .  1542 kg (3399 .5 lbs)

Approximate Dimensions:
Length  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  1438 mm (56 .6 in)   .  .  .  .  .  .  .  .  .  .  .  .  1438 mm (56 .6 in)
Width  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  943-1132 mm (37 .1-44 .6 in)   .  .  .  969-1132 mm (38 .1-44 .6 in)
Height  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  1239-1356 mm (48 .8-53 .4 in)   .  .  .  1248-1356 mm (49 .1-53 .4 in)

U.S. EPA Tier 4 Interim, EU Stage IIIB Ratings
 A Rating B Rating C Rating
 (Continuous)  (Intermittent)
 bkW  bhp rpm bkW   bhp rpm bkW   bhp rpm
TA (ATAAC)
 447 600  1800-1900 447 600  1800-1900 470 630  1800-1900

TTA (ATAAC)
 — — — — — — 522 700  1800-1900

U.S. EPA Tier 4 Final, EU Stage IV Ratings
 A Rating B Rating C Rating
 (Continuous)  (Intermittent)
 bkW bhp rpm bkW  bhp rpm bkW  bhp rpm
TA (ATAAC)
 429 575  1800-2000 447 600  1800-2000 470 630  1800-2000

Emission standards: U .S . EPA Tier 4 Final, EU Stage IV . EPA/EU Flexibility: U .S . EPA Tier 4 Interim 
and EU Stage IIIB equivalent ratings . Nonroad engines greater than 560 bkW (750 bhp) are not 
currently subjected to EU emission standards .

U.S. EPA Tier 4 Interim Ratings
 C Rating D Rating
 (Intermittent)  
TTA (ATAAC) bkW bhp rpm bkW   bhp rpm
 563 755 1800-1900 597 800 1800-1900

U.S. EPA Tier 4 Final Ratings
 C Rating D Rating
 (Intermittent)  
TTA (ATAAC) bkW bhp rpm bkW   bhp rpm
 563 755 1800 597 800 1800
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HIGHLY REGULATED

C18 ACERT 
P O W E R  U N I T

  U.S. EPA Tier 4 Interim,   U.S. EPA Tier 4 Final, 
  EU Stage IIIB  EU Stage IV
Engine Configuration  .  .  .  In-Line 6, Diesel  .  .  .  .  .  .  .  .  .  .  .  In-Line 6, Diesel
Bore x Stroke  .  .  .  .  .  .  .  .  .  .  145 x 183 mm (5 .71 x 7 .2 in)  .  .  .  145 x 183 mm (5 .71 x 7 .2 in)
Displacement  .  .  .  .  .  .  .  .  .  .  18 .1 liters (1104 .5 in3)  .  .  .  .  .  .  .  18 .1 liters (1104 .5 in3)
Ship Weight  .  .  .  .  .  .  .  .  .  .  .  2113 kg (4658 lbs)  .  .  .  .  .  .  .  .  .  .  2650 kg (5842 lbs)

Approximate Dimensions:
Length  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  2172 mm (85 .5 in)  .  .  .  .  .  .  .  .  .  .  2532 mm (99 .7 in)  
Width  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  1180 mm (46 .5 in)   .  .  .  .  .  .  .  .  .  .  1241 mm (48 .9 in)
Height  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  1912 mm (75 .3 in)  .  .  .  .  .  .  .  .  .  .  2006 mm (79 .0 in) 

Specifications

U.S. EPA Tier 4 Interim, EU Stage IIIB Ratings
 A Rating B Rating C Rating
 (Continuous)  (Intermittent)
 bkW bhp rpm bkW  bhp rpm bkW  bhp rpm
TA (ATAAC)
 447 600  1800-1900 447 600  1800-1900 470 630  1800-1900
         

U.S. EPA Tier 4 Final, EU Stage IV Ratings
 A Rating B Rating C Rating
 (Continuous)  (Intermittent)
 bkW bhp rpm bkW  bhp rpm bkW  bhp rpm
TA (ATAAC)
 429 575  1800-2000 447 600  1800-2000 470 630  1800-2000

Emission standards: U .S . EPA Tier 4 Final, EU Stage IV . EPA/EU Flexibility: U .S . EPA Tier 4 
Interim and EU Stage IIIB equivalent ratings . 
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C18 ACERT 
A F T E R T R E A T M E N T

HIGHLY REGULATED

  U.S. EPA Tier 4 Interim, 
  EU Stage IIIB
Approximate Dimensions:
Length  .  .  .  .  .  .  .  .  .  .  .  .  1097 mm (43 in)  
Width  .  .  .  .  .  .  .  .  .  .  .  .  762 mm (30 in) 
Height  .  .  .  .  .  .  .  .  .  .  .  .  468 mm (18 in) 
Weight  .  .  .  .  .  .  .  .  .  .  .  180 kg (397 lbs) 
Diameter  .  .  .  .  .  .  .  .  .  330 .2 mm (13 in) 

Standard Emissions Control Equipment
•   Cat Regeneration System
•   CEM: Clean Emissions Module, including:
 – DOC: Diesel Oxidation Catalyst
 – DPF: Diesel Particulate Filter
•   NRS: NOx Reduction System

Multiple customizable configuration options available

                  U.S. EPA Tier 4 Final, EU Stage IV 
   PETU Configuration
  Standard Configuration up to 48.4 L (51.1 U.S. qt)
Approximate Dimensions:
Length  .  .  .  .  .  .  .  .  .  .  .  .  1153 mm (45 .4 in)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  854 mm (33 .6 in)  
Width  .  .  .  .  .  .  .  .  .  .  .  .  1112 mm (43 .8 in)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  287 mm (11 .3 in) 
Height  .  .  .  .  .  .  .  .  .  .  .  .  652 mm (25 .7 in)   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  551 mm (21 .7 in)
Weight  .  .  .  .  .  .  .  .  .  .  .  258-272 kg (569-600 lb)*  .  .  .  .  .  .  .  .  19 .42 kg (42 .8 lbs) 
  

Specifications

Standard Emissions Control Equipment
•   Cat Regeneration System
•   CEM: Clean Emissions Module, including:
 – DOC: Diesel Oxidation Catalyst
 – DPF: Diesel Particulate Filter
•   ECU: Aftertreatment Electronic Control Unit
•   NRS: NOx Reduction System
•   PETU: Pump Electronic Tank Unit
•   SCR: Selective Catalytic Reduction

Specifications

*Depending on configuration


