Displaylmage.aspx (JPEG-Grafik, 1132 x 1600 Pixel) - Skaliert (55%)

1vonl

M ARIAZZORIE

Technical data of the Catros and Catros* compact disc harrow

Catros Catros Catros Catros Catros Catros
Mounted models Gtost | Cowost | Catmst | Gotwer | Gatror | Caros
3001 3501 4001 4001-2 5001-2 6001-2
Woarking width (m) 3.00 3.50 4.00 4.00 5.00 6.00
Operational speed (km/h) 12-18 12-18 12-18 12-18 12-18 12-18
Power requirement from (kW/HP) 66/90 77/105 91/125 91/125 110/150 130/180
Disc diameter/thickness (mm) Catros 460/4 / Catros* 510/5
Disc spacing (mm) 250
Number of discs 2x12 | 2x14 | 2x16 | 2x16 | 2x20 | 2x24
Working depth (cm) Catros 3 - 12/ Catros* 3 - 15
Setting the disc stagger Mechanical via offset slide
Transport length with road lights (m) 245 2.45 2.45 2.65 2.65 2.65
Transport width (m) 3.00 3.70 4.10 2.95 295 2.95
Transport height (m) 1.70 1.70 1.70 2.50 3.00 3.50
Weight - base machine (kg) 1150/1200 | 1270/1330 | 1380/1440 | 2240/2300 | 2350/2670 | 2455/2840
Weight (kg) Catros/Catros™ (base machine, 1690/ 1880/ 2070/ 2990/ 3260/ 3485/
mech. depth adjustment, wedge ring roller) 1740 1940 2130 3050 3580 3870
T o | o | o [ w | e | e
Catros Catros Catros Catros Catros Catros Catros
Trailed models 3002-T 35021 4002-T 7501-2T | 4001-27TS | 5001-2TS | 6001-2TS
Catros* Catros* Catros* Catros* Catros* Catros* Catros*
3002-T 3502-T 4002-T 7501-2T [ 4001-2TS | 5001-27TS | 6001-2TS
Working width (m) 3.00 3.50 4.00 7.50 4.00 5.00 6.00
Operational speed (km/h) 12-18 12-18 12-18 12-18 12-18 12-18 12-18
Power requirement from (kW/HP) 66/90 74/100 90/120 160/240 91/125 110/150 130/180
Disc diameter/thickness (mm) Catros 460/4 / Catros* 510/5
Disc spacing (mm) 250
Number of discs 2x12 | 2x14 | 2x16 | 2x30 | 2x16 | 2x20 | 2x24
Working depth (cm) Catros 3 - 12/ Catros* 3-15
Setting the disc stagger Mechanical via offset slide
Swinging
! ; dram{bar,
Tractor linkage Luwe(;l;g%wggn;:::gtt)at. n ;rt‘;sﬁgtr Lower linkage
lower link
arms
Roller Wedge ring roller Wedge ring of choice
tyre roller
Transport length with road lights (m) 4.50 4.50 4.50 5.60 6.30 6.30 6.30
Transport width {m) 3.00 3.55 4.55 3.00 2.95 295 2.95
Transport height (m) 1.90 1.50 1.90 4.00 2.80 3.30 3.80
Weight - base machine (kg) e " o -/~ -/~ 3040/3100 | 3150/3470 | 3255/3640
Weight (kg) Catros/Catros™ (base ma-
e et demhodoimen e | 309 | BW | | owy || aey | g
ring roller or wedge ring tyre roller)
et oailesdmg e | | w | -w | 2 | 20 | 28 | e@

Illustrations, content and technical data are not binding! Machine illustrations can vary due to country-specific traffic legislation.
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