
Gross/net horsepower

Net weight (empty )

Capacity
struc k

heaped (30" )

max.payload

E ng ine: Mode I

Piston d isPlacement

Transmitting system

Transm ission control

Service bra ke 
f ront

rear

Suspension

Tires
f ront

rear

Whee I base

Tire treads: front
rear

Overall dimensions
height

length

width

loading height

body length

tu rn ing radius
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HD180-4
2401230 HP (1791172kW\12100 RPM

16790 kg (g-/ ,O2O lbl

1O.7 m'(14.O cu.yd)

14.2 mt (1B.6cu.yd)

1 8000 ks
QO U.S. tons)

KOMATSU-CUMM I NS NT0-6-8
1217 ltr 043 cu.in)

Direct driver

Manual control

Air actuated, internal exPanding

Air actuated, internal exPanding

Leaf springs

14.OO-25-2O PR x 2

16.00-25-24 PR x 4

4000 mm ( 13'1"1

2O1O mm ( 6'7 " 1

2030 rnm (6'8")

3300

7 295

3000

2800

4025

90m

mm

mm

mm

rnm

HD200-2
300/280 HP (2241209 kWll21 00 RPM

18500 kg (40,790 lb)

11.2 m'(14.6 cu.yd)

15.2 m' ( 19.9 cu.yd )

20000 ks
22 U S. tons)

KOMATSU-CUMM I NS NTCT 43C
121f ltr Q43 cu in)

TOROF LOW

Manual control

Air actuated, internal exPanding

Air actuated, internal expanding

Leaf springs

16 00-25-24 PR x 2

16.00 25-24 PR x 4

3750 mm ( 12'4"1

2540 mm ( B'4" \

2030 mm (6'8")

3450 mm (11'4"1

l45O mm (24'5"1

32OO mm ( 10'6" )

2650 mm ( B'8")

4390 mm ( 14'5")

7 0 m (23'l

HD320-3

4201405 H P (3131302 kW)/2300 RPr

25750 kg (S0 ]7O lbl

1 8.0 m 3 (23.5 cu .yd )

24.O m3 (31 .4 cu.yd )

32000 kg
(35 U.S. tons)

KOMATSU-CU MM I NS NTAB55 I

14.Oi ltr (855 cu.in)

TO ROF LOW

Manual control

Air actuated, internal
expanding

Air-over hydrau lic, oi l-cooled
multiple disc

H yd ropneu matic

18.00-25-32 PR x 2

18.00-25-32 PR x 4

3750 mm (12'4"1

3150 mm (10'4"1
2550 mm ( B'4")

3850 mm (12'B"l

7650 mm (25'1")

3670 mm (12'l

3050 mm (1 0')

5260 mm ( 17'3" 1

7.2 m (23'7"1



438 HP

6600 ks

HD325-3
(336/327 kwll2100 RPM

(58,640 lb)

1 8.0 m' (23.5 cu .yd )

) ^) ^t 
(31 .4 cu.yd )

û:lston,)
CUMM INS KT1 1 sO-C
1B.B ltr (1 ,150 cu.in)

TOROF LOW

Manual control

Air actuated, internal
expand i ng

Air-over hydraul ic, o i l-cooled
multiple disc

H yd ropneu mat ic

18.00-33-28 PR x 2

18.00-33-2BPR x 4

3750 mm (12'4"1

3150 mm ( 1O'4"1
2550 mm ( B'4"1

3950 mm (1 3')

7650 mm (25'1"1

3670 mm (12')

3150 mm (1O'4"1

5260 mm (17'3"1

7.2 m (23'7"1

c

HD465-2
7001679 HP (5221507 kW) /2100 R PM

36500 kg (AO ,47O lbl

24.O m3 (31 .4 cu.yd )

34.2 m3 (44.7 cu.yd)

46000 kg
(St U.S. tons)

CUMMINS VT171O-C
28.O2ltr (1 ,71O cu.in)

TOROF LOW

Fu I l-automatic control

Air-over hydrau lic, i nternal
expand i ng

Air-over hydraul ic, oi l-cooled
multiple disc

H yd rop neu mat ic

21.00-35-32 PR x 2

21.00-35-32 PR x 4

4250 mm ( 13'11"1

3470 mm (1 1 ' 5")
2770 mm ( 9' 1"1

4250 mm ( 13'11"1

9000 mm (29' 6")

4050 mm (13' 3")

3350 mm (1 1 ')

6450 mm (21' 2"1

8.0 m (26'3"1

HD6gO-2
BOO|775 HP (597 l1t3kwll2100 RPM

46500 kg (t 02,510 lb)

32.O m3 (41.9 cu.yd)

44.O m3 ( 57. 5 cu yd )

68000 ks
(75 U.S. tons )

CUMMINS VTA171O-C
28.O2ltr (1 ,71O cu.in)

TO ROF LOW

Sem i-automatic control

Air-over hydrau lic, internal
expanding

Air-over hydrau I ic, oi l-cooled
multiple disc

H yd ropneu matic

24.OO-35-42 PR x 2

24.00-35-42 PR x 4

4750 mm ( 15'J" l

3840 mm (12'J")
3050 mm (10')

4290

I790

4615

3690

mm

mm

mm

mm

6600

B.B m

HD780-1
BOO|777 H P (597/580 kw',) /21 00 R PM

50670 ks (t 11,710 lb)

37 O m3 (48.4 cu.yd)

52 m' (68 cu yd)

78000 ks
(86 U.S. tons)

CUMMINS VTA 171O-C
28.O2 ltr ( 1 ,7 1O cu . in )

TO R OF LOW

Fu I l-automatic control

Air-over hydrau lic, internal
expanding

Air-over hydrau lic, oil-cooled
multiple disc

H ydropneu matic

24.00-49-42 PRx2

24.OO-49-42 P R x4

4750 mm ( 15'7" 1

42OO mm ( 13'9" )

3400 mm ( 11'2"1

4B7O mm (16')

1 01 30 mm (33'3")

5000 mm (16'5")

3990 mm (13'1")

6600 mm (21'8")

B.B m (28'1 0" )
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Gross/net horsepower

Net weight (empty)

Capac ity
struc k

heaped (30" )

max. payload

Engine: Model
Piston displacement

Transm itting system

Transmission control

Service brake

f ront

rear

Suspension

Tires
f ront

rear

Wheelbase

Tire treads: f ront
rear

Overall dimensions
height

length

width

loading height

body length

Turning radius
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HD785-1
9001811 HP
6t 1 1654 kWI12100 RPM

53500 kg (t 17,950 lb)

37 m3 @8.4 cu.yd )

52 m' (68 cu yd)

78000 kg (90 U.S. tons)

CU MM INS KT23OO-C
37.8 ltr (2300 cu.in)

TO ROF LOW

Fu I l-automatic control

Air-over hydraulic, internal
expanding

Air-over hydrau lic, oil-cooled,
multiple-disc

H yd rop neu m at ic

24.00-49-42 PR x 2

24.00-49-42 PR x 4

4750 mm ( 15'7" )

42OO mm (1 3'9" )

3400 mm (11'2"1

4920 mm ( 16'2"1

10130 mm (33'3")

5700 mm ( 1 8'8" )

4080 mm (13'5")

6600 mm (21 '8" 
)

B.B m (28'10")

HD1200-1
12001 1 160 HP
(895/865 kWl12100 RPM

85800 ks ( 1 89,1 60 lb )

46 0 m3 (60.2 cu yd)

70.0 m 3 (91 .6 cu.yd )

120000 kg (t 32 U.S. tons)

CU MM I NS KTA23OO-C
31 .7 ltr (2300 cu.in)

Diesel-electric drive

Air-over hydrau lic, internal
expandi ng

Dynamic brake and air-over
hydrau I ic interna I expanding

Hydropneumat ic

30.00-51-46 PR x 2

30.00-51-46 PR x 4

5400 mm (17'9"1

4965 mm (16'3")
4O2O mm ( 13'2" )

5170mm (17')

1 0BB5 mm (35'9'' )

6550 nr m ( 21'6" 1

4450 mm (14'7"1

7630 m m (25')

10.3 m (33'10" )

HDl200M-1
120011160 HP
(895/865 kW) 12100 RPM

81000 kg (t78,570 lb)

46.0 m3 (60 2 cu yd )

70om.(e1 6cuyd) lT
120000 kg (t 32 U.S. tonst

CUMMINS KTA23OO-C
37.7 ltr (2300 cu.in)

TOROFLOW

F u I l-automatic control

Ai r-over hydrau I ic, oi l-cooled,
multiple-disc

Air-over hydrau I ic, oi l-cooled,
multiple-disc

H yd rop neu m at ic

30.00-51-46 PR x 2

30.00-51-46 PR x 4

5400 mm (17'9")

5015 mm (16'5")
4O2O mm (13'2"1

4890 mm ( 16'1"1

10885 pp6n (35'9")

6565 mm (21'6"1

4450 mm ( 14'7"\

7640 mm (25'1")

10.3 m (33'10")



1 600/1 496
1119411 1 16

HP
kwl12100 R PM

1 07,500 kg ( ZgO,990 lb)

61.0 m3 (79.8 cu.yd)

m3 11ll.7 cu.yd)

0 kg (176 U.S. tons)

CUMM INS KTA-3067-C
50.3 ltr (3067 cu.in)

TOROF LOW

Fu I l-au tomatic contro I

Air-over hyd rau I ic, oi l-cooled,
mu ltip le d isc

Air-over hydrau lic, oil-cooled,
multiple disc

36.00-51-50 PR x 2

36.00-51-50 PR x 4

6000 mm (19'8")

5570 mm (1 8'3")
4380 mm ( 14'4"1

5685 mm (1 8'8")

1 1640 mm (38'2"1

6600 mm (21'8"1

4979 mm ( 16'4"1

7812 mm (25'8"1

10.9 m (35'9")

w
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