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No Stress system
Permits the variation
of the feeder speed.

Folding hopper
For easy transportation.

Two 194 mm large 
feed-rolls

Mechanical clutch
With belt tension.

Adjustable feed-roll speed

TS INDUSTRIETM Cutting disc 
SYSTEM
Equipped with two knives 
- easy access.

TECHNICAL CHARACTERISTICS

Engine Tank capacity

Power Multidirectional chimney

Clutch  Chimney outlet height

Engine swept / volume (cm3) Rotating turntable

Fuel PTAC trailer approval

Cowling Hopper dimensions (L x W) 

Admissible diameter Hopper loading height

Disc diameter L x W x H

Disc weight

Blades

Feeder OPTIONS

Feed roll width

Feed roll diameter Rotating turntable

No. of axles Twin axle trailer

Tyre dimensions Wheel chock

7,5 L

270°

1 850 mm

-

515 kg

740 x 1 510 mm

780 mm

2,4 x 0,8 x 2 m

-

-

-

Kohler Command / Pro CH 440

10,5 KW / 14 hp

Engine tension

426 cm³

1 Cyl. / Petrol

-

10 cm

450 mm

49 kg

2

2

200 mm

140 mm

2

400x8 6PR / 16x6.50-8 6PRTL / AS Profil

    GM 10 M
Self-propelled


