
G ross/net h orsepower

Net weight (empty )

Capacity
struc k

heaped (30" )

max.payload

Engine: Model
Piston d isplacement

Transmitting system

Transm ission control

Service bra ke

f ront
rea r

Suspension

Tires
f ront

rear

Wheelbase

Tire treads: f ront
rear

Overall dimensions
height

length

width

loading height

body length

turning radius

HD180-4

25Ol23O HP (1841169 kW)/2100 RP

1 6790 kg (S 7 ,O2O lfrl

1O.7 mt ( 14.O cu.yd)

142 m'(18.6cu.yd)

1 8000 ks
(2O U.S. tons)

KOMATSU-CUMM I NS NT0-6-8
12 17 ltr (l43 cu in )

Direct driver

Manual control

Air actuated, internal expanding

Leaf springs

14.OO-25-2O PR x 2

16.00-25-24 PR x 4

4000 mm (157 5"\

2010 mm (79.1")l
2030 mm (79.9"\

3300 mm (129.9"1

7295 rnm (287 .2" \

3000mm (118.1")

2800 mm (110 2")

4025 mm (t S9.5" )

9.0m (29.5ft)

(tu be less )

(tu be I ess )
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HD200-2
300/280 H P ( 221 1206 kW\ 121 00 R PM

18500 kg (a0,780 lb)

112m3(14.6 cu.yd)

15.2 m3 (19I cu yd)

20000 kg

22 U S. tons)

KOMATSU-CUMM I NS NTCT 43C
12 17 ltr (7 43 cu in )

TOROF LOW

Manual control

Air actuated, internal ex panding

Leaf springs

16 OO-25-24 PR x 2 (tubeless)

i6.00-25-24 P R x 4 (tubeless)

3750 mm (147.6"\

2540 mm (100.O"11
2030 mm ( 79.9")

3450 mm (i35.8")

l45O mm (293.3"1

3360 mm (132.3")

2650 mm (1O4.3")

4390 rn m ( 172.8" \

7.0 m (23 tt)

HD320-2
4201405 H P (3091298 kW)/2300 BPN/

272OO kg (Sg ,9 70 I b )

18.0 m3 (23 5 cu.yd)

24.O m3(3 14cu.yd)

32000 kg
(35 U.S. tons)

{h

KOMATSU-CUMM I NS NTAB55 C

14 01 ltr (ASS cu in)

TOR OF LOW

Manual control

Air actuated, Internal expanding

H yd rop neu matic

1 8.00-25 -32 PR x 2 (tubeless)

18.00-25-32PR x 4 (tubeless)

3750 mm (147.6"1

3150 mm (124.O")l
2550 mm ( i00 4")

3950 mm (155.5")

7800 mm (307. 1")

3670 mm (144.5"1

2970 mm (116.9")

5020 nr m ( 197 .6" 1

7.0m (230ft)



HD325
45ol439 HP (331 1322kwll21 o0 RPM

28050 kg (01 ,840 lb)

18.00-33-32PR x 2 (tubeless)

i B 00-33 -32 P R x 4 (tu be less )

3750 mm ( 147.6"1

3150 mm (124.0")l
2550 mm ( 1OO.4"')

4050 mm ( 159.4" 1

7800 mm (307.1")

3670 mm ( 144.5" 1

3170 mm (124.8"1

5020 mm (197.6"1

7 3 m (24.O ftl

"T

d)

d)

0-c
in)

lic rnterna

lic orl-coo ed

C.

HD460-1
635/61 5 H P (467 1452 kwl 121 00 R PM

37500 kg (92,690 lb )

24.O m 3 (3 1 .4 cu.yd )

32.O m3 (41.9 cu.yd)

46000 ks
(S t U. S. tons )

CU MM I NS VT 171O-C
2B.O2ltr (1 ,71O cu.in)

TOROF LOW

Fu I l-automatic control

Air-over hydrau I ic, internal
expanding

Ai r-over hydrau I ic, oil-cooled
multiple disc

H yd rop neu matic

21 .00-35-36 PR x 2 (tubeless)

21 .00-35-36 PR x 4 (tubeless)

4250 mm ( 167 .3" )

3470 mm (i 36.6" )/
2760 mm (108.7" )

3990 m m (157 .1" )

8900 mm (350.4"1

4050 mm (159.4"1

3300 mm (129 9"I

6000 mm (236.2"1

8.0 m (26.2 ft)

HD680-2
BOO|775 HP (5BB/570 kW)12100 RPM

46500 kg (t 02,42O lbl

32.O m 3 (4 1 .9 cu.yd )

44.O m3 (58.0 cu.yd)

68000 ks
(75 U.S. tons)

CUMMINS VTA171O-C
28.O2ltr ('l ,71O cu.in)

TO ROF LOW

Sem i-au tomatic control

Air-over hydrau lic, internal
expandi ng

Air-over hydraul ic, oil-cooled
multiple disc

H yd rop neu m at ic

24.OO-35-42 PR x 2 (tubeless)

24 .OO-35-42 P R x 4 (tu be less )

4750 mm f87.6")
3840 mm ( 1 51 .2" 11

3050 mm (120.1"1

4290 mm (1 68.9" )

9790 mm (385.4"1

4675 mm (184.1"1

3690 mm (145.3"1

6600 mm (259.8")

B.B m (28.9 ft)

HD780-1

BOO|TB2 HP (5881575 kW)12100 RPM

50000 kg (t 10,230 lb)

37.0 m3 148.4 cu.yd)

51.8 m3 6l .l cu.yd)

78000 kg
(86 U .S. to ns)

CUMM INS VTA 'I 71O-CBOO
2802 lrr (1 ,710 cu.in)

TO R OF LOW

Fu I l-automatic control

Air-over hydrau lic, internal
expanding

Air-over hydrau lic, oil-cooled
multiple disc

H ydropneumatic

24 OO-49 42 PRx2 ftubeless)

24.OO-49-42 P R x4 (tubeless)

4l5O mm (187 .6")

42OO mm (165.4"1I
3400 mm ( i 33 9")

4B7O mm ( 191 .7 ")

9985 mm (393.1 ")

51 10 mm (2O1 .2"')

3990 mm ( 157 1")

6600 mm (259.8"1

B.B m (28.9 ft)
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Gross/net horsepower

Net weight (empty)

Capacity
struc k

heaped (30" )

max. payload

Engine: Model
Piston displacement

Transmitting system

Transm ission control

Service brake

f ront

rear

Suspension

Tires
f ront

rear

Wheelbase

Tire treads: f ront
rea r

Overall dimensions
height

length

width

loading height

body length

Turning radius

HD785-1
9001877 HP
re.71rcSqkW)12100 RPM

51 500 kg (t 13,550 lb)

37 mt (+8.4 cu.yd)

5i.B m3 (67.7 cu.yd)

78000 kg (e0 U.S. tons)

CU MM I NS KT23OO-CgOO
37 .B ltr (2300 cu in )

TO ROF LOW

Fu I l-automatic control

Air-over hydraulic, internal
expanding

Alr-over hydraulic, oi l-cooled,
multiple-disc

Hyd ropneumatic

24.OO-49-42 PR x 2 (E-41

24.OO-49-42 PR x 4 (E-4)

4l5O mm (15'J"l

42OO mm (13'9" )

3400 m m (1 1'2" )

4870 mm (16')

9985 mm (32'9")

5700 mm (18'8")

3990 mm ( 13'1")

6600 mm (21'8")

B.B m (28'10"l
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HD 1200-1
120011 1 60 HP
(BB3 lB53 kW ) 121 00 R PM

84500 kg (t86,300 lb)

46.0 m 3 (60.3 cu.yd )

70.0 m 3 (91 .6 cu.yd )

120000 ks (t 32 U.S. tons)

CUMM INS KTA23OO
37.7 ltr (2300 cu.in)

Diesel-electric drive

Air-over hydrau I ic, oi l-cooled,
multiple-disc

Dynamic brake

H yd rop neu ma t ic

30.00-51-46 PR x 2

30.00-51-46 PR x 4

5400 mm (17'9")

4965 mm ( 1 6'3" )

3945 mm (12'11"1

4890 mm (16'1")

i0BB5 mm (35'9")

6300 mm (20'8")

4450 mm (14'J")

7630 mm (25')

10.3 m (33'10")

HD1200M-1
12001i160 HP
(BB3/853 kW ) 121 00 R PM

81000 kg (t78,570 lb)

46.0 m3 (60.3 cu.yd )

70.0 m'(91.6 cu.yd)

120000 kg (t 32 U.S. tons)

CUMM INS KTA23OO
37 .7 ltr (2300 cu. in )

TO ROF LOW

F u I l-automatic control

Air-over hydraul ic, oi l-cooled,
multiple-disc

Air-over hydraul ic, oi l-cooled,
multiple-disc

Hydropneumatic

30.00-51-46 PR x 2

30.00-51-46 PR x 4

5400 mm (17'9"1

5015 mm (16'5")
4O2O mm (13'2"\

4890 mm ( 'l 6'i " )

1 0BB5 (35',g " )

6565 mm (21'6"1

4450 mm (14'7")

7640 mm (25'1")

10.3 m (33'10")



Type

Flywheel horsepower

Net weight (unloaded)

ul, r.* . pay load

Slag container capactty

Transm ission/travel speeds

Max. travel speed

Turning radius

Dumping speed

Steering system

Tires:
front

rear

id le

Overall dimensions
length

width

height

Tread:
f ront

rear

Wheelbase:
between f ront and rear wheels

between rear and idle wheels

-ù,rornd clearance

Note: Slag container is optional.
*Self-load ing model

HS100N HS100S*

Crane loading
Se lf - load ing *

210 HP ( 1 54 kW\ 12100 RPM

1154O kg (S9,670 lb)
21 150 kg (a0,630 lb)*

1 8000 kg (39,680 lb)
20000 kg (++,090 lb)*

5 5 mt (7.2 cu yd)
5 m3 (O.S cu yd)*

Direct drivelFs - R1

40 km/h \24.8 MPH )

9000 mm (354 3 in)

90 sec

Power steering

14 OO-24-2O ?R x 2

14 OO-24-2O PR x 4

7095 mrn (2Jg 3")

3050 mm (120 1"1
4265 mm (167 9")*

32OO mm (126.O")
3900 mrn (1 53 5")*

2000 mm ( 78.7")

21OO mm ( 82.7")

4000 mm (157 .5")

385 mm ( 15.2")

HSlsON HSl5OS*

Crane loading
Self-loading*

210 t1P (154 kW) l21 00 RPM

25670 kg (56,590 lb)
31 650 ks (Og,7B0 lb) *

31 000 ks (69,340 lb)
35000 kg (27 ,160 lb)*

11m3 (14 4 cu.yd)
10.3 m3 (13.5 cu.yd)*

TOROFLOW IF1 -R1
30 kmlh (18.6 MPH)

11000mm (433 1 in)

90 sec

Power steering

14.OO-25-2O PR x 2
14.00-25-24PR x 2*
14.OO-25-2O PR x 4
14.OO-25-24 PR x 4*
14.OO-25-2O PR x4
14.OO-25-24 PR x 4*

8235 mm (324.2")
8590 mm (338.2")*

3600 r-nm (141 J")
4900 mm (192 9")*

3200 mm (126.0")
4300 mm (169.3")*

2OOO mm ( J8.7")

21OO mm ( 82.7")

4000 mm (157 .5")

1600 mm ( 63.0")

380 mm ( 15.0")

HS450S

Self-loading

2BO H P (206 kwl l21 00 R PM

39500 kg (BZ,0B0 lb)

45000 kg (99 ,21O lbl

10 mt (i3.t cu.yd)

TOROFLOW/F6-R1

45 km/h (21 .9 MPH )

1 0000 mm (393 7 in)

90 sec.

Power steering

16 OO-25-24 PR x 2

16 00-25-24 PR x 4

1 6.00-25-24 PR x 4

BB00 mm (346.5")

3950 mm (1 55.5")

4650 mm ( 1 83.1 ")

2540 mm ( 99 9")

2030 mm ( 79.9")

3750 mm ( 147 .6")

1700 mm ( 66 9")

350 mm ( 14.O"1

39


