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The data provided above is not binding, as the manufacturer reserves itself the right to make improvements to its products at any time and with no advance notice.
References to excavator weights are approximate and many may be subject to changes. Consider a 20% tolerance.

Precise and powerful, the MB-R700 model is the 
smallest in the range and allows the accurate 
processing of natural materials (rock and stone), 
and the levelling of plasterwork, wall coverings 
and surfaces in concrete. The low levels of noise 
generated, and the limited levels of vibration, 
render this machine ideal for use in delicate 
areas and residential centres.

ACCESSORIES
RECOMMENDED SPARE PARTS KIT
FIXED COUPLER
QUICK FEMALE COUPLER
24 MONTHS WARRANTY

AREAS OF APPLICATION
TUNNELS
PIPING
URBAN JOB SITES
ROAD WORKS
PROFILING OF ROCK AND CONCRETE WALLS 
QUARRIES
MINES
DEMOLITION
EXCAVATION OF EARTH, ROCK, ASPHALT, 

CEMENT CREATION OF FOUNDATIONS
AGRICULTURAL AND FOREST AREAS 

(IRRIGATION NETWORKS, ERECTING OF 
FENCES, REMOVAL OF TRUNKS AND ROOTS)

MB-R700

SPECIFICATIONS

EQUIPMENT
RECOMMENDED OIL FLOW 
(MIN)

INLET 
MAXIMUM PRESSURE

DRAIN-OUT 
MAXIMUM PRESSURE

≥ 6 < 13 Ton 110-180 l/min. 350 bar 4 bar 

OUTPUT TORQUE PICK FORCE WEIGHT SPEED/MIN.

5000 Nm 19600 N 0,6 Ton 80/110 min/max
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