
MAIN FEATURES

Frequency Hz 50

Voltage V 230

Power factor cos ϕ 0.9

Phase and connection 1

POWER RATING

Standby power LTP kVA 8.64

Standby power LTP kW 7.78

Prime power PRP kVA 8.25

Prime power PRP kW 7.42

Continuous power COP kVA 7.55

Continuous power COP kW 6.79

ENGINE SPECIFICATIONS

Brand Lombardini

Model 25LD330

Version 50 Hz

Nr. of cylinder and disposition 2 in-line

Displacement cm³ 654

Aspiration Natural

Speed governor Mechanical

Operating Speed-Nominal rpm 3000

Continuous gross power COP kW 8.6

Prime gross power PRP kW 9.4

Maximum gross power LTP kW 10
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Oil capacity L 1.8

Fuel Diesel

Specific fuel consumption @ 75% PRP g/kWh 260

Specific fuel consumption @ PRP g/kWh 260

Electric circuit V 12

ALTERNATOR SPECIFICATIONS

Brand Linz

Model E1C11MA

IP protection 23

Poles 2

Cooling air m³/s 0.08

DIMENSIONAL DATA

Length mm 945

Width mm 595

Height mm 825

Dry weight kg 207

ADDITIONAL INFORMATION

Fuel tank capacity L 24

Minimum continuous operating ambient temperature 0

Maximum continuos operating ambient temperature +45

MAX current A 32.39

Circuit breaker A 32

Fuel consumption @ 75% PRP L/h 2.18

Fuel consumption @ 100% PRP L/h 2.91

AUTONOMY
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Running time @ 75% PRP h 11.01

Running time @ 100% PRP h 8.25
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