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Technical data
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Weight without jaws (kg) 325 400 750 1040 1480 1670 2150 2850 3800

Weight with concrete jaws (kg) 401 476 1000 1400 1900 2450 2970 3800 5200

Weight with scrap shears (kg) 417 492 990 1440 1910 2370 2930 3950 5380

Weight with pulverizer (kg) 425 500 1060 1460 1980 2490 3000 4100 5420

Weight with combined jaws (kg) - - - 1470 1950 2420 2930 4000 5150

Gewicht with Universal jaws (kg) - - - - 2060 2520 3050 4070 5450

Oil quantity open-close  (l/min) 30-50 30-50 150-160 220-240 220-240 220-260 240-300 280-320 350-400

Pressure open-close (bar) 250 250 280 320 320 320 320 320 320

Turning oil volume
(l/min)

Rotation 
mech.

3 30 30 30 30 30 30 60

Turning work pressure (bar)
Rotation 
mech.

20 60 60 60 60 60 60 100

Excavator size (t) 4-10 4-10 10-15 15-20 20-30 26-36 30-38 36-50 50-70
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Interchangeable jaws for 

Multi-function scissors:
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Closing forces
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concrete jaws inside (t) - 80 185 200 230 310 340 365 500

 concrete jaws outside (t) - 25 75 85 95 110 135 145 150

Scrap shear inside (t) - 80 185 200 230 310 325 330 500

Scrap shear outside (t) - 30 85 90 100 115 130 140 160

Pulverizer inside (t) - 80 185 200 230 310 325 330 500

Pulverizer outside (t) - 25 75 85 95 110 125 130 150

Combined jaws inside (t) - - - 200 230 310 320 330 500

Combined jaws outside (t) - - - 90 100 115 125 135 155

Universal jaws inside (t)  - -  - - 230 310 325 325 500

Universal jaws outside (t)  -  - -  - 105 115 130 145 175

Closing forces [A] = inside

Closing forces [B] = outside


