MUNICIPAL OFFER - URSUS

NOVELTY!
SNOW PLOUGHS PLOUGH: PDZ 22, PDZ 24, PDZ 28, PDZ 30

robust deS|gn A characteristic feature of the structure are movable

various widths of snow mouldboards with variable geometry, enabling smooth setting
. . . the plow through hydraulic actuators [within + 30 °], depending
dESIQn that fits different typ es of tractors on the nature of the work. Properly shaped mouldboards and rubber
share prevent the snow throwing onto the window of the vehicle and
ensure the safety of the driver. The rubber shares are flexibile and
durable at low temperatures. Springs suspended tipping shares provide
trouble-free and secure overcoming obstacles on the road.

Aditional equipment to fit the plow is required:
1. Front 3-point hitch [2t]
2. Joystic controlled electro-hydraulic valve
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Min. tractor horsepower, kW/HP min 30 min 50 min 50 min 80 min 100 min 120 min120
Driving speed during snow removal, km/h 20 20 20 20 20 20 20
Plough weight, kg 165 300 325 440 480 540 600
Mouldboard width, mm 1514 2050 2250 2250 2500 2850 3050
Mouldboard height, mm 705 785 785 850/960 850/970 850/990 860/1000
Mouldboard steering angle, © 30 27 27 30 30 30 30
Height/Width/Lenght, mm] 789x1704x718 785x2050x1385 785x2250x1385 960x2000x1000 8970x2240x1000 990x2530x1000 1000x2700x1000
Snow removal width, mm 1335 1830 2020 2000 2240 2530 2700
Mounting type 3-point linkage cat. | directly on the tractor 3-point linkage cat. ||
Type of suspension swinging swinging in option
Mouldboard turing hydraulic
Electric power , V 12 - 12
Hydraulic power, MPa 16
Working positions:
- bucket [A), mm 1315 - - 1940 2160 2450 2620
- fore [B], mm 1335 - - 2000 2240 2530 2700
- left (C), mm 1325 1830 2020 1970 2200 2470 2670
- right (D], mm 1325 1830 2020 1970 2200 2470 2670
- working positions (E], mm 1514 2050 2250 2250 2500 2850 3050
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