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Maize Kit
Rape extension
4WD (on hydro)
Air Conditioning

Accessories

Manufacturer reserves right  to do changes on machines without 
notice and without obligation to apply such changes to machines 
manufactured before. Specifications may vary from country to 
country. Contact your retailer for current specifications.

Table

Base cutting width,
Optional cutting width
Cutting height
Knife speed
Table reverse

Pick-uP reel

Diameter
Speed range
Speed adjustment (from the driver seat)

Mechanical for/aft adjustment
Electrical for/aft adj. (from the driver seat)

Threshing cylinder

Width/diameter
Heavy duty cylinder
Number of rasp bars
Type of rasp bars
Speed range
Optional speed range
Speed adjustment/Option (from the driver seat)

concave

Area
Angle of wrap / option
Number of bars
Stepless adjustment range

STraw walkers

Amount 
Option
Steps
Total separation area

shaker shoe

Top sieve, adjustable
Option

      Bottom sieve, fixed round holes
Option
Optional bottom sieve
Total area
Option
Fanning mill adjustment/Option

sTraw choPPer

Swinging knife type

grain Tank

Std capacity / Optional capacity
Discharge height
Optional height

engine

Power
Optional engine power
Rpm
Number of cylinders, T=Turbo
Dual air filter with ejector pre-cleaning
Fuel injection pump type/or
Fuel tank capacity/Option

Transmission

Optional transmision type

working hydraulic

With seperate levers
Multifunction lever (only on hydro transmission)

Tires

Front, standard
Rear, standard

cab

Optional cab
Driver seat type
Buddy seat
3-speed fresh air ventilator
Heater
Air conditioning
Engine air filter blockage indicator

weighT

With cab and standard table

Dimensions

Overall length (without straw dividers)

Transport height, with SR-cab
Width with base table
With less table with std tyres
Ground clearance

m
m
m
strokes/min
type

m
rpm

m

pcs

rpm
rpm

m²
o

pcs
mm

pcs
pcs

m²

m²
m²
m²
m²

m²
m²

m³
m
m

kW/hp

l.

kg

m
m
m
m
m

3.45
from 3.1m up to 5.1m
 - 0.20..+1.20
1020
mechanical

1.05
15...49
electrical
mechanical
optional

1.11/0.50
standard
8
changeable
600…1, 300
400…1, 150
mechanical

0.51
105 / 115
12
6…42

4 
- 
2 
4.26

1.54 + 0.33
–
1.13
–
–
3.00
–
mechanical

optional

3.30/3.70
3.30
–

93/125
from 100 up to 185 hp
2, 200
4/4T/6
standard
Inline/rotary
200/350

mechanical
hydro

mechanical
optional

18.4R34
11.5-15

SR-standard

SR-standard
optional
standard
standard
optional
standard

6, 000

8.25
3.50
3.50
2.85
0.43

3.90
from 3.1m up to 5.1m 
- 0.20..+1.20
1020
mechanical

1.05
15...49
electrical
mechanical
optional

1.11/0.50
standard
8
changeable
600…1, 300
400…1, 150
mech./elctric.

0.51
105 / 115
12
6…42

4 
5 
4
4.26 / 4.80

1.74 + 0.33
1.54 + 0.33
1.33
1.13
adjustable
3.40
3.00
mech./elctric.

optional

3.30/3.70, 4.20
3.30
3.40/4.0

93/125
from 100 up to 185 hp
2, 200
4T/6/6T
standard
Inline/rotary
200/350

mechanical
hydro

mechanical
optional

18.4R34
11.5-15

SR-standard
Deluxe
SR-standard
optional
standard
standard
optional
standard

6, 800

8.68
3.50
3.85
2.88
0.43

4.20
from 3.1m up to 5.1m 
- 0.20..+1.20
1020
mechanical

1.05
15...49
electrical
mechanical
optional

1.11/0.50
standard
8
changeable
600…1, 300
400…1, 150
mech./elctric.

0.51
105 / 115
12
6…42

4
5
4
4.80

1.74 + 0.33
–
1.33
–
adjustable
3.40
–
mech./elctric.

optional

3.70/3.30, 4.20
3.30
3.40/4.0

93/125
from 100 up to 185 hp
2, 200
6T
standard
Inline/rotary
200/350

mechanical
hydro

mechanical
optional

18.4R34
11.5-15

SR-standard
Deluxe
SR-standard
optional
standard
standard
optional
standard

7, 200

8.68
3.50
4.60
2.90
0.43

4.50
from 3.1m up to 5.1m
 - 0.20..+1.20
1020
mechanical

1.05
15...49
electrical
mechanical
optional

1.11/0.50
standard
8
changeable
600…1, 300
400…1, 150
mech./elctric.

0.51
105 / 115
12
6…42

4/5
4
4
4.80

1.74 + 0.33
–
1.33
–
adjustable
3.40
–
mech./elctric.

optional

3.70/4.20, 3.30, 5.0
3.30
3.40/4.0

110/150
from 100 up to 185 hp
2, 200
6T
standard
Inline/rotary
200/350

mechanical
hydro

mechanical
optional

18.4R34
360/70 R 20

SR-standard
Deluxe
SR-standard
optional
standard
standard
optional
standard

7, 700

8.68
3.65
4.90
2.90
0.43

Technical Specification           SR 2035        SR 2045      SR 2055       SR 2065

Rice Kit


