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Overall dimensions (at travel)
height

length

width

Min. tail swing radius

Max. travel speed

PW60-1

0 07 - 0.25 m3
(0.09 - 0.33 cu.yd )

O.0B - 0.30 m3
(0.10 - 0.39 cu.yd)

O.Og - 0.34 m3
Q.12 - O.44 cu.yd )

50 HP (37 kW)12400 RPM

KOMATSU 4D94-2

294 ltr (179 cu.in)

6650 ks ( 1 4,660 lb )

2-pump with Power sensor

H yd rau lic m otor d rive

8.25-20-12 PR x 2
8.25-20-12PR x 4

22OO mm (7'3")

1845 mm (6'1 " )

17 40 mm (5'9" )

3620 kg (2,980 lb/35 5 kN)

3090 kg (0,810 lb/30.3 kN)

3400 mm (11'2"1

5600 mm (18'4"1

2295 mm ( 7'6"\

1 700 mm (5'J" l

20 O km/h (12 4 MPH)

PW6ON.1

0.07 - 0.25 m3
(0.09 - 0.33 cu.yd)

O.0B - 0.30 m3
(0.10 - 0.39 cu.yd)

0.09 - 0.34 m3
Q.12 - O.44 cu.yd )

50 HP (37 kwl12400 RPM

KOMATSU 4D94-2

2.94 ltr (179 cu.in)

6300 kg ( t 3,890 lb )

2-pump with power sensor

H yd rau lic m otor d rive

8.25-20-12 PR (ll x 2
8.25-20-12 PR (l) x 4

22OO mm ( 7'3")

1905 mm ( 6'3")

17 40 mm ( 5'9")

3620 kg (7,980 lb/35 5 kN)

3090 ks (6,8'l0lb/30 3 kN)

3400 mm (11'2"1

5600 mm (18'4"1

2295 mm ( 7'6")

1 700 mm (5'J" l

20O km/h (124 MPH)

PWî00-1

O.12 - 0.43 m3
(0.16 - 0.56 cu yd )

0.16-050m3
Q.21 - 0.65 cu.yd )

?JJr--oôufrT, uo, l$,$
90 HP (67 kW)12400 RPIV;

KOMATSU S4D 105-5

4.33 ltr (264 cu. in )

1 0600 kg (29,3 70 I b )

3-pump system

Hydraulic motor drive

9.00-20-14 PR (OR) x 4
9.00-20-14 PR (On) x 4

25OO mm ( B'2"1

1 875 mm ( 6'2" 1

1Bl5 mm ( 6'2" )

5810 ks (1 2,Boo lb/56 9 kN)

37 1O mm ( 12'2" \

6970 mm (22'1O")

2490 mm ( B'2")

2250 mm (J'5" 
1

30 0 km/h (18.6 MPH)

34


